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The Smart-Ex Watch 01 * is an intrinsically safe watch for use in hazardous areas requiring equipment 
protection levels Gc or Dc. The watch comprises a metal body with glass front (touchscreen), 
non-metallic rear cover, and leather watchband type WB SEW 01 *
represents wireless functionality and the equipment is available in two models  the 
Smart-Ex Watch 01 WiFi and the Smart-Ex Watch 01 LTE. 

The equipment is powered from a single internal cell which is fixed within the equipment and is not 
user replaceable. The equipment utilises wireless charging and may only be recharged in the safe 
area. 

Intrinsic safety is achieved by limiting energy storage and discharge and by powering from an 
intrinsically safe battery supply.   

The following are conditions of manufacture 

i.  Where the product incorporates certified parts or safety critical components, the 
manufacturer shall ensure that any changes to those parts or components do not affect 
the compliance of the certified product that is the subject of this certificate. 

The following conditions relate to the safe installation and/or use of the equipment. 

i. The equipment shall only be used in environments which do not contain conductive 
pollution. Regular checks shall be carried out to ensure that the enclosure integrity has 
not been compromised by mechanical impacts, drops, or aging. If there are any signs of 
damage or of condensation within the enclosure, the equipment shall be removed from 
the hazardous area. 

ii. The equipment shall not be charged in the hazardous area. 

iii. If the equipment watchband is changed, it shall only be replaced with an identical type 
supplied by the equipment manufacturer, type WB SEW 01 *. 

iv. The equipment shall not be opened and shall not be field wired to external equipment in 
the hazardous area (wireless connections are allowed). 

 


